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For slotted, Phillips and Pozidriv screws.

162 Wooden slotted screwdriver.

Round blade with hex bolster.

Blade:  Chrome-vanadium steel, through hardened, nickel-plated. 

From size 5.5, blade extends through handle. Anti-cam-out ribs, hex 

bolster. 

Handle:  Wiha wooden handle made of sealed beech wood, handle end protec-

ted with high-quality leather cap.

Application:  For all applications in woodworking and furniture industries.  

Order-No.

00147 3.5 75 0.6 4.0 - 175 23 10

00151 4.5 90 0.8 5.0 - 190 23 10

00152 5.5 100 0.95 5.5 8 205 26 10

00153 7.0 125 0.95 6.0 10 230 26 10

00154 9.0 150 1.1 7.0 10 270 30 10

00156 10.0 175 1.2 8.0 13 295 30 10

00157 12.0 200 1.4 8.0 13 325 32 10

00158 14.0 250 1.75 10.0 16 380 34 5

00159 16.0 250 2.0 11.0 16 390 36 5
 

129 Wooden Phillips screwdriver.

Round blade with hex bolster.

Blade:  Chrome-vanadium steel, through hardened, nickel-plated.

Handle:  Wiha wooden handle made of sealed beech wood, handle end protec-

ted with high-quality leather cap.

Standards:  DIN ISO 8764.

Application:  For all applications in woodworking and furniture industries.  

Order-No.

00057 PH1 80 4.5 8 180 23 10

00058 PH2 100 6.0 10 205 26 10

00059 PH3 150 8.0 13 270 30 10

00060 PH4 200 10.0 16 330 34 5
 

221 Wooden Pozidriv screwdriver.

Round blade with hex bolster.

Blade:  Chrome-vanadium steel, through hardened, chrome-plated.

Handle:  Wiha wooden handle made of sealed beech wood, handle end protec-

ted with high-quality leather cap.

Standards:  DIN ISO 8764.

Application:  For all applications in woodworking and furniture industries.  

Order-No.

00412 PZ1 80 4.5 8 180 23 10

00413 PZ2 100 6.0 10 205 26 10

00414 PZ3 150 8.0 13 270 30 10
 

Reamers, awls. Set combinations.

300-11 Reamer with square tip, wooden handle and striking plate.

Blade:  Chrome-vanadium steel, through hardened, nickel-plated. 

One-piece blade up to striking plate.

Handle:  Made of beech, semi-gloss lacquered.

Application:  For enlarging holes and drill holes in wood.

Order-No.

32179 6.0 100 190 36 10
 

301-11 Awl with round tip, wooden handle and striking plate.

Blade:  Chrome-vanadium steel, through hardened, nickel-plated. 

One-piece blade up to striking plate.

Handle:  Made of beech, semi-gloss lacquered.

Application:  For pre-punching holes and drill holes in wood.

Order-No.

32180 6.0 100 190 36 10
 

162 HK6 SO Wooden slotted/ Phillips screwdriver set, 6 pcs.

Round blade with hex bolster.

Blade:  Chrome-vanadium steel, through hardened, nickel-plated. 

From size 5.5, blade extends through handle. Anti-cam-out ribs, hex 

bolster. 

Handle:  Wiha wooden handle made of sealed beech wood, handle end protec-

ted with high-quality leather cap.

Order-No. Series

07149 162 HK6 SO 1

162  3.5x75 4.5x90 5.5x100 7.0x125

129  PH1x80 PH2x100
 

162 ZK6 SO Wooden slotted/ Pozidriv screwdriver set, 6 pcs.

Round blade with hex bolster.

Order-No. Series

07150 162 ZK6 SO 1

162  3.5x75 4.5x90 5.5x100 7.0x125

221  PZ1x80 PZ2x100
 


